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Closed Paint Mixer/Shakers

We offer both Shaking and Rotation mixers in both manual and automatic clamping options. These allow for fast and even
dispersal without the possibility of any leaks or spillage as the container is securely clamped during operation

Key Features

Manual Clamp Automatic Clamp
Auto shutoff if door is opened during operation Automatically detects container size and clamps accordingly
Pull out platform for easy loading Digital display showing status and run time
Audible alarm in case of error requiring reset
Ordering Information — T01-701010 T01-701011 T01-701012 T01-701013
Parameters |
Working Method Shaking Shaking Rotating Rotating
Clamping Container Method Manual Automatic Manual Automatic
Suitable Container Capacity 0.5L-20L
Suitable Container Height 100mm-380mm 70mm-390mm |
Shaking Frequency 680~710 times/min
. Revolution:  130r/min
Rotating Speed Rotation: 260r/min
Motor Power 0.75 KW
Power Supply 110V or 220v, +-10% adjustable, 50/60HZ
Net Weight/Gross Weight 195 KG/240KG 210 KG/245KG 200 KG/240KG 187 KG/228KG
Overall Size (HxWxD) 1040x820x710 | 1040x820x710 | 1020x820x710 | 1020x820x710
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Corrosion Test Chambers Testing climate resistance



